
Hold the cable with one hand and let it gently rewind into the pulley. If the cable

snaps back uncontrolled it can hit your face and injure your eyes

5. Stand up straight to take off the i-suit Pro.

6. Detach the chest strap and waist strap.

7. Take one arm out through the shoulder strap  and take hold of the support tube.

8. Take off the i-suit Pro and close the straps.

1. Kneel down and let your telescopic pole rest against the surface you just cleaned.

2. Gently place your telescopic pole on the ground.

3. Hold the line with one hand and remove the line from the support strap.

4. Gently let the line slide back into the pulley.

WARNING

6.1.2 After operation

Figure 12
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Looking up at your work is a common issue in cleaning jobs with telescopic poles. The supplied
i-glasses help you to keep good vision on your work area without constantly looking up.
The i-glasses are fi tted with two mirrors and two prisms. This provides an excellent view while
looking straight ahead.

You have to get accustomed to the i-glasses. We advise you therefore to walk up and down your
workspot a few times. Move body and eyes, but not your head. In this way your brain adapts easier
to this new viewing experience.

1. Stand still and look straight ahead to obtain the best upward vision (Figure 13, pos. 3, 1).
2. Do not position the i-glasses too high on the bridge of your nose. With the correct position
    (Figure 13, pos. 2) you are able to look fully into or out of the prisms. This enables you to switch
    trouble free between upward and normal panoramic vision.
3 . Move your head as little as possible.
4. Adjust your image by taking a step backwards or forwards. In optimal position you should
    experience a clear, sharp image and a wide fi eld of vision.

Do not move your head.
Small movements, especially from side to side, may cause dizziness or ‘motion sickness’.
Your brain has to adapt to a new way of viewing.
Look fully into or fully outside the prisms.
A confusing double image may result from looking part in and out of prisms at the same
 time.

It is recommended to work a maximum of 4 to six hours with the i-suit Pro 

 in combination with the i-glasses. This to prevent fatigue and overload.

ATTENTION

CAUTION

Working with the i-glasses

Figure 13

6.2 Using the i-glasses
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It is recommended to clean i-suit Pro with a damp cloth, after every time the i-suit Pro is used.
Clean the i-glasses when necessary with the supplied cleaning cloth.

Measure the length of the elastic in resting position weekly. Replace the elastic when the natu-
ral length is more then 43cm or when the elastic has been used for over 100 hours.

Check the harness and poles for damage regularly
Check the pulley regularly for:

•    loose screws;
•    scratches, cracks or other defects in support;
•    state of the support rings;
•    cracks or severe wear on or at the elastics.

7 Maintenance
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8 Trouble shooting

Problem                                          Cause                                               Solution

You are standing too far away
from the surface you are
cleaning
The angle in which you hold
your telescopic pole is too
large

The i-suit Pro working method 
is new for you

Take a position closer to the
surface

Reduce your working angle

Take your time to get used to
this working method.
Gradually build up the amount
of time you work with the i-
suit Pro and the i-glasses.

The i-suit Pro does not 
work properly

Neck/shoulder/back/arm/wri
st complaints do occur,
despite proper functioning of
the i-suit Pro
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The elastic cord used is mis-
matched.

Select the appropriate elastic 
cord according to the color.

Red for light-duty poles, black 
for medium-heavy duty poles, 
blue for heavy-duty poles.

Excessive force is required to 
pull the water supply rod during 
use.



9 Decommissioning and disposal

It is the responsibility of the i-suit Pro owner to dispose of the product responsibly.

At the end-of-life the i-suit Pro still contains valuable resources and needs to be disposed of 

according to your local laws and regulations.

ATTENTION
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10 Attachments
10.1 CE Certifi cate


